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The Perkins 4000 Series family of 6, 8, 12 and 16 cylinder diesel 
engines was designed in advance of today’s uncompromising 
demands within the power generation industry and includes 
superior performance and reliability.

The 4016-61TRG ElectropaK is a newly developed turbocharged, 
air‑to-water charge cooled, 16 cylinder diesel engine.

Their premium design and specification features provide economic and 
durable operation as well as exceptional power to weight ratio, improved 
serviceability, low gaseous emissions, overall performance and reliability 
essential to the power generation market.

Specification

Number of cylinders 16 60º Vee form

Bore and stroke 160 x 190 mm 6.3 x 7.5 in

Displacement 61.123 litres 3730 in3

Aspiration Quad turbocharged. Air to water charge cooled

Cycle 4 stroke

Combustion system Direct injection

Compression ratio 13.6:1

Rotation � Anti-clockwise, viewed from flywheel end

Total lubricating capacity 237.2 litres 62.7 US gal

Cooling system Water-cooled

Temperate Tropical

Total coolant capacity 215 litres 56.8 US gal 252 litres 66.6 US gal
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4000 Series 4016-61TRG2 Diesel Engine – ElectropaK

1895 kWm @ 1500 rpm

Features and benefits

Economic power
l	 Individual four valve per cylinder heads give optimised gas flows, whilst digitally governed unit fuel injectors ensure 

ultra-fine fuel atomisation and hence controlled rapid combustion, for efficiency and economy
l	 Commonality of components with other engines in the 4000 Series family allows reduced parts stocking levels

Reliable power
l	 Developed and tested using latest engineering techniques
l	 Piston temperature are controlled by an advanced gallery jet cooling system
l	 All engines are tolerant of a wide range of temperatures without derate

Clean, efficient power
l	 Exceptional power to weight ratio and compact size for easier transportation and installation
l	 New designed radiator assemblies with corrosion inhibiting powder coated finish; fewer pipe joints and easier 

access to reduce maintenance times
l	 Designed to provide excellent service access for ease of maintenance
l	 Engines designed to comply with major international standards
l	 Low gaseous emissions

Product support excellence
l	 Perkins actively pursues product support excellence by ensuring our distribution network invest in their territory – 

strengthening relationships and providing more value to you, our customer
l	 Through an experienced global network of distributors and dealers, fully trained engine experts deliver total 

service support around the clock, 365 days a year. They have a comprehensive suite of web based tools at their 
fingertips covering technical information, parts identification and ordering systems, all dedicated to maximising the 
productivity of your engine

l	 Throughout the entire life of a Perkins engine, we provide access to genuine OE specification parts and service. We 
give 100% reassurance that you receive the very best in terms of quality for lowest possible cost .. wherever your 
Perkins powered machine is operating in the world
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1895 kWm @ 1500 rpm

Technical information

Air inlet
l	 Mounted air filters and turbochargers

Fuel system
l	 Direct fuel injection system with fuel lift pump
l	 Digital governing to ISO 8528-5 class G2 with isochronous capability
l	 Full-flow spin-on fuel oil filters

Lubrication system
l	 Wet sump with filler and dipstick
l	 Full-flow spin-on oil filters

Cooling system
l	 Two triple thermostats
l	 System designed for ambients up to 50ºC
l	 Powder coated radiator comprising: water radiator, air charge-cooled radiator, fuel oil cooling (optional), all pipes, 

hoses and clips, fan, pulleys, fan belts and safety guards.

Electrical equipment
l	 24 volt starter motor and 24 volt alternator with integral regulator and DC output
l	 Turbine inlet temperature shutdown switch
l	 Twin high coolant temperate shutdown switches
l	 Twin low oil pressure shutdown switches
l	 Air shut off valve wiring harness – fully wired

Flywheel and housing
l	 Flywheel to SAE J620 size 18, 533.4 mm (21 in)
l	 SAE 00 flywheel housing

Optional equipment
l	 Choice of either damper guard or radiator drive pulley arrangement
l	 Immersion heater with thermostat

Note: This list is not exhaustive, further options are available. Please ask your Perkins representative for more details.
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Engine package weights and dimensions

Temperate Tropical

Length 4542 mm 179 in 4542 mm 179 in

Width 2185 mm 86 in 2185 mm 86 in

Height 2366 mm 93 in 3175 mm 125 in

Weight (dry) 5570 kg  12280 lb 5570 kg  12280 lb
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Percent of prime power
Fuel consumption at 1500 rpm

g/kWh
Fuel consumption at 1500 rpm

l/hr

Standby (maximum) 207 477

Prime power 205 422

Baseload power 205 342

75% 206 318

50% 210 216

25% 225 116

Speed
rpm

Type of 
operation

Typical generator
output (Net) 

Engine power

Gross Net

kVA kWe kWm hp kWm hp

1500

Baseload power 1600 1280 1437 1926 1347 1805

Prime power 2000 1600 1774 2377 1684 2257

Standby (maximum) 2250 1800 1985 2659 1895 2538

The above ratings represent the engine performance capabilities within plus or minus 3% at the reference conditions equivalent to those specified in 
ISO 8528/1, ISO 3046/1, BS 5514/1.

Ratings conditions: 25ºC air inlet temperature, barometer pressure 100 kPa, relative humidity 30%. Please consult your distributor or the factory for 
ratings in ambient conditions.  Note: For full ratings please refer to Perkins Engines Company Limited. All electrical ratings are based on an average 
alternator efficiency and a power factor of 0.8.  Fuel specification: BS 2869 Class A1 + A2 or ASTM D975 No 2D. 

Rating definitions 
Continuous baseload: Power available for continuous full load operation. No overload is permitted.  Prime power: power available for variable load 
with an average load factor not exceeding 80% of the prime power rating in any 24 hour period. Overload of 10% permitted for 1 hour in every 
12 hours operation.  Standby (maximum): Power available at variable load in the event of a main power network failure for a maximum of 500 hours 
per year. No overload is permitted.



LSA 52.3

Low Voltage Alternator - 4 pole
1860 to 2750 kVA - 50 Hz / 2230 to 3400 kVA - 60 Hz

Electrical and mechanical data
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LSA 52.3 - 1860 to 2750 kVA - 50 Hz / 2230 to 3400 kVA - 60 Hz

The best of performance
Nidec Leroy-Somer LSA 52.3 alternator has been designed to offer you the best power generation performances. With its 
meticulous design and optimized architecture, the LSA 52.3 strikes the perfect balance between compactness, reliability, 
performance and longevity.
Whatever your application, the LSA 52.3 will meet your needs and will adapt to all situations.

Standards
Nidec Leroy-Somer LSA 52.3 alternator meets all key international standards and regulations, including IEC 60034,
NEMA MG 1.32-33, ISO 8528-3, CSA C22.2 n°100-14 and UL 1446 (UL 1004 on request). Also compliant with IEC 61000-6-2,  
IEC 61000-6-3, IEC 61000-6-4, VDE 0875G, VDE 0875N and EN 55011, group 1 class A for European zone.
Nidec Leroy-Somer LSA 52.3 alternator can be integrated in EC marked generator set, and bears EC, UKCA and CMIM markings.
It is designed, manufactured and marketed in an ISO 9001 and ISO 14001 quality assurance environment.

Electrical characteristics and performances
     ● Class H insulation
     ● 2/3 pitch winding, standard 6-wire (6S)
     ● Voltage range:  

- 50 Hz: 380V - 400V - 415V
- 60 Hz: 440V - 480V

     ● High efficiency and motor starting capacity
     ● Other voltages are possible with optional adapted windings:
         - 50 Hz: 440V (no. 7), 500V (no. 9), 600V (no. 23), 690V (no. 52)
         - 60 Hz: 380V and 416V (no. 8), 600V (no. 9), 690V (no. 22)

Excitation and regulation system
Excitation system Regulation options

AVR AREP + PMI PMG C.T.
Current transformer

for paralleling
Mains

paralleling
Remote voltage
potentiometer

D550 Standard Option √ √ √

3-phase sensing is included as a standard with digital regulators.

Protection system and options
     ● The LSA 52.3 is IP 23
     ● Complete winding protection for clean environments with relative humidity ≤ 95 %, including indoor marine environments
     ● Options:

- Filters on air inlet (derating 5%)
- Filters on air inlet and air outlet (IP 44) (derating 10%)
- Reinforced winding protection for harsh environments and relative humidity greater than 95% (derating 6%)
- Space heater
- Protection or metering CTs
- Thermal protection for stator winding and/or bearings (PT100)

Mechanical construction
     ● Compact and rigid assembly to better withstand generator vibrations
     ● Steel frame
     ● Cast iron flanges and shields
     ● Two-bearing and single-bearing versions designed to be suitable for engines on the market
     ● Half-key balancing
     ● Regreasable bearings
     ● Clockwise rotation in standard

Terminal box design
     ● Easy access to the voltage regulator and to the connections
     ● Possible inclusion of accessories for paralleling, protection and measurement
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Phase 3 ph. 3 ph. 3 ph. 3 ph.

Y    380V 400V 415V 380V 400V 415V 380V 400V 415V 380V 400V 415V

LSA 52.3 S5 kVA 1860 1860 1860 1696 1696 1696 1953 1953 1953 2046 2046 2046

kW 1488 1488 1488 1357 1357 1357 1562 1562 1562 1637 1637 1637

LSA 52.3 S6 kVA 2000 2000 2000 1824 1824 1824 2100 2100 2100 2200 2200 2200

kW 1600 1600 1600 1459 1459 1459 1680 1680 1680 1760 1760 1760

LSA 52.3 S7 kVA 2200 2200 2200 2006 2006 2006 2310 2310 2310 2420 2420 2420

kW 1760 1760 1760 1605 1605 1605 1848 1848 1848 1936 1936 1936

LSA 52.3 L9 kVA 2360 2360 2360 2152 2152 2152 2478 2478 2478 2596 2596 2596

kW 1888 1888 1888 1722 1722 1722 1982 1982 1982 2077 2077 2077

LSA 52.3 L12 kVA 2560 2560 2560 2335 2335 2335 2688 2688 2688 2816 2816 2816

kW 2048 2048 2048 1868 1868 1868 2150 2150 2150 2253 2253 2253

LSA 52.3 UL16 kVA 2750 2750 2750 2508 2508 2508 2888 2888 2888 3025 3025 3025

kW 2200 2200 2200 2006 2006 2006 2310 2310 2310 2420 2420 2420

Phase 3 ph. 3 ph. 3 ph. 3 ph.

Y    440V 480V 440V 480V 440V 480V 440V 480V

LSA 52.3 S5 kVA 2046 2232 1866 2036 2149 2344 2250 2455
kW 1637 1786 1493 1629 1719 1875 1800 1964

LSA 52.3 S6 kVA 2200 2400 2007 2189 2310 2520 2420 2640
kW 1760 1920 1606 1751 1848 2016 1936 2112

LSA 52.3 S7 kVA 2420 2640 2207 2408 2541 2772 2662 2904
kW 1936 2112 1766 1926 2033 2218 2130 2323

LSA 52.3 L9 kVA 2596 2832 2368 2583 2726 2974 2855 3115
kW 2077 2266 1894 2066 2181 2379 2284 2492

LSA 52.3 L12 kVA 2850 3250 2599 2964 2993 3413 3135 3575
kW 2280 2600 2079 2371 2394 2730 2508 2860

LSA 52.3 UL16 kVA 3100 3400 2827 3101 3255 3570 3410 3740
kW 2480 2720 2262 2481 2604 2856 2728 2992

LSA 52.3 - 1860 to 2750 kVA - 50 Hz / 2230 to 3400 kVA - 60 Hz

General characteristics

kVA / kW - P.F. = 0.8
Duty/T°C                                          Continuous duty/40°C Continuous duty/40°C Stand-by/40°C Stand-by/27°C
Class/T°K H/125°K F/105°K H/150°K H/163°K

Ratings 60 Hz - 1800 R.P.M.

Ratings 50 Hz - 1500 R.P.M.

kVA / kW - P.F. = 0.8
Duty/T°C                                          Continuous duty/40°C Continuous duty/40°C Stand-by/40°C Stand-by/27°C
Class/T°K H/125°K F/105°K H/150°K H/163°K

Insulation class H Excitation system AREP + PMI
Winding pitch 2/3 (wind. 6S) AVR type D550
Number of wires 6 Voltage regulation (*) ± 0.25%
Protection IP 23 Short-circuit current 300% (3 IN) : 10s
Altitude ≤ 1000 m Total Harmonic Distortion THD (**) in no-load  < 4%
Overspeed 2250 R.P.M. Waveform: NEMA = TIF (**) < 50
Air flow 2.5 m3/s (50 Hz) - 2.8 m3/s (60 Hz) Waveform: I.E.C. = THF (**) < 2%
(*) steady state   (**) between phases
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S5 S6 S7 L9 L12 UL16
Kcc 0.35 0.32 0.35 0.39 0.42 0.51
Xd 367 380 376 344 313 267
Xq 187 194 192 175 160 136

T’do 2760 2760 2870 2990 2760 2920
X’d 28.7 30.9 28.9 26.1 23.6 20.3
T’d 254 264 260 267 245 261
X”d 15 16.4 14.8 13.2 12.1 10.5
T”d 23 23 22 22 13 14
X”q 15.6 16.9 15.4 13.7 12.5 10.8
X0 2.3 2.5 2.6 2.5 2.7 2.6
X2 15.3 16.7 15.1 13.4 12.3 10.6
Ta 28 28 28 28 29 30

io (A) 1.2 1.2 1.2 1.2 1.3 1.4
ic (A) 4.4 4.7 4.6 4.4 4.1 3.9
uc (V) 45 47 47 44 42 38

kW 15 15 17 20 24 26
kW 68 76 79.5 79.2 81 100
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LSA 52.3 - 1860 to 2750 kVA - 50 Hz / 2230 to 3400 kVA - 60 Hz

Efficiencies 400V - 50 Hz (--- P.F.: 0.8) (— P.F.: 1)

Short-circuit ratio
Direct-axis synchronous reactance unsaturated
Quadrature-axis synchronous reactance unsaturated
No-load transient time constant
Direct-axis transient reactance saturated
Short-circuit transient time constant
Direct-axis subtransient reactance saturated
Subtransient time constant
Quadrature-axis subtransient reactance saturated
Zero sequence reactance
Negative sequence reactance saturated
Armature time constant

Other class H/400 V data
No-load excitation current
On-load excitation current
On-load excitation voltage
No-load losses
Heat dissipation

Reactances (%). Time constants (ms) - Class H / 400 V

Load - % kWe

Load - % kWe

Load - % kWe

Load - % kWe

Load - % kWe

Load - % kWe
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LSA 52.3 - 1860 to 2750 kVA - 50 Hz / 2230 to 3400 kVA - 60 Hz

Transient voltage variation at load inrush: 400V - 50 Hz

Transient voltage variation at load rejection: 400V - 50 Hz
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S5 S6 S7 L9 L12 UL16
Kcc 0.35 0.32 0.35 0.39 0.40 0.49
Xd 367 380 376 344 331 275
Xq 187 194 192 175 169 140

T’do 2760 2760 2870 2990 2760 2920
X’d 28.7 30.9 28.9 26.1 25 20.9
T’d 254 265 260 267 245 261
X”d 15 16.4 14.8 13.2 12.8 10.8
T”d 23 23 22 22 13 14
X”q 15.6 16.9 15.4 13.7 13.2 11.1
X0 2.3 2.6 2.6 2.5 2.9 2.7
X2 15.3 16.7 15.1 13.4 13 11
Ta 28 28 28 28 29 30

io (A) 1.1 1.1 1.2 1.2 1.2 1.3
ic (A) 4.2 4.5 4.5 4.2 4.2 3.7
uc (V) 43 46 45 43 42 36

kW 21 21 24 28 33 36
kW 73 82 86 87 96 120
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LSA 52.3 - 1860 to 2750 kVA - 50 Hz / 2230 to 3400 kVA - 60 Hz

Efficiencies 480V - 60 Hz (--- P.F.: 0.8) (— P.F.: 1)

Short-circuit ratio
Direct-axis synchronous reactance unsaturated
Quadrature-axis synchronous reactance unsaturated
No-load transient time constant
Direct-axis transient reactance saturated
Short-circuit transient time constant
Direct-axis subtransient reactance saturated
Subtransient time constant
Quadrature-axis subtransient reactance saturated
Zero sequence reactance
Negative sequence reactance saturated
Armature time constant

Other class H/480 V data
No-load excitation current
On-load excitation current
On-load excitation voltage
No-load losses
Heat dissipation

Reactances (%). Time constants (ms) - Class H / 480 V

Load - % kWe

Load - % kWe

Load - % kWe

Load - % kWe

Load - % kWe

Load - % kWe
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LSA 52.3 - 1860 to 2750 kVA - 50 Hz / 2230 to 3400 kVA - 60 Hz

Transient voltage variation at load inrush: 480V - 60 Hz

Transient voltage variation at load rejection: 480V - 60 Hz
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LSA 52.3 S5

LSA 52.3 S6

LSA 52.3 S7

LSA 52.3 - 1860 to 2750 kVA - 50 Hz / 2230 to 3400 kVA - 60 Hz
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Symetrical phase to neutral short-circuit
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Symetrical three-phase short-circuit
Thermal limit curve
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Short-circuit curves at rated speed (star connection Y)
Isc (short-circuit current /In)

Isc (short-circuit current /In)

Isc (short-circuit current /In)
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LSA 52.3 L9

LSA 52.3 L12

LSA 52.3 UL16

LSA 52.3 - 1860 to 2750 kVA - 50 Hz / 2230 to 3400 kVA - 60 Hz

Time (seconds)
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Symetrical two-phase short-circuit
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Thermal limit curve

Time (seconds)

Sh
or

t-c
irc

ui
t a

t g
en

er
at

or
 te

rm
in

al
s

Sh
or

t-c
irc

ui
t a

t g
en

er
at

or
 te

rm
in

al
s

Sh
or

t-c
irc

ui
t a

t g
en

er
at

or
 te

rm
in

al
s

Short-circuit curves at rated speed (star connection Y)
Isc (short-circuit current /In)
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Type  L B A Lh LP   Xg*          0 00
LSA 52.3 S5/S6 1683 750 1077 814 1067.5 175 3748 X
LSA 52.3 S7 1683 750 1077 814 1067.5 194 3996 X
LSA 52.3 L9 1883 950 1277 1014 1067.5 64 4446 X X
LSA 52.3 L12 1883 950 1277 1014 1067.5 106 4944
LSA 52.3 UL16 2033 1100 1427 1164 1412.5 389 5751

S.A.E. N M XBG S β° S.A.E. BX U X Y AH
0 647.7 679.5 16 14 11°15’ 24 733.4 692.1 12 21 0

00 787.4 850.9 16 14 11°15’ 21 673.1 641.3 12 18 0
18 571.5 542.9 6 18 15.8

Lr

Ø
 2

20

Ø
 1

40

Ø
 1

10

Xr

Ø
 2

10

Ø
 1

82

Ø
 1

30
Ø

 1
50

(U
L1

6)

Ø
 2

20
(U

L1
6)

Ø
 2

25
(U

L1
6)

Ø
 2

00
(U

L1
6)

S.A.E. 18 S.A.E. 21
Type Xr Lr M J Xr Lr M J 
LSA 52.3 S5/S6 718 1689 1408 42.2 702 1689 1412 43.1
LSA 52.3 S7 741 1689 1501 45.7 725 1689 1505 46.6
LSA 52.3 L9 810 1889 1693 51 794 1889 1697 51.9
LSA 52.3 L12 859 1889 1879 58.1 843 1889 1883 59
LSA 52.3 UL16 954 2039 2188 68.5 937 2039 2192 69.4

Type S.A.E. [Nm/rad] (kg.m2)
k1 k2 k3 J1 J2 J3

S5/S6 18 5.47 10E7 2.98 10E7 1.60 10E7 9.5 31.1 1.5
21 6.66 10E7 2.98 10E7 1.60 10E7 10.4 31.1 1.5

S7 18 5.47 10E7 2.92 10E7 1.68 10E7 9.5 34.7 1.4
21 6.66 10E7 2.92 10E7 1.68 10E7 10.4 34.7 1.4

L9 18 5.47 10E7 2.83 10E7 1.52 10E7 9.5 40 1.6
21 6.66 10E7 2.83 10E7 1.52 10E7 10.4 40 1.6

L12 18 5.47 10E7 2.71 10E7 1.67 10E7 9.5 47.2 1.4
21 6.66 10E7 2.71 10E7 1.67 10E7 10.4 47.2 1.4

UL16 18 5.47 10E7 2.56 10E7 1.68 10E7 9.5 57.6 1.4
21 6.66 10E7 2.56 10E7 1.68 10E7 10.4 57.6 1.4

LSA 52.3 - 1860 to 2750 kVA - 50 Hz / 2230 to 3400 kVA - 60 Hz

Single-bearing dimensions  

Torsional analysis data 

Dimensions (mm) and weight (kg)

Flange (mm) Flex plate (mm)

Weight*

Flex plate S.A.E.  21
Flex plate S.A.E.  24

Coupling
            Flange S.A.E.

Centre of gravity: Xr (mm), Rotor length: Lr (mm), Weight: M (kg),
Moment of inertia: J (kgm2) : (4J = MD2)
Flex plate

J1                       J2                         J3

k1                       k2                         k3

MAGNET WHEEL EXCITERFAN

NOTE : Dimensions are for information only and may be subject to modifications. Contractual 2D drawings can be downloaded from the Leroy-
Somer site, 3D drawing files are available upon request.
The torsional analysis of the transmission is imperative. All values are available upon request.

* Values for S.A.E. 0/18

Flex plate S.A.E.  18

Torsional rigidity

Power + auxiliary

Mandatory free
space for air inlet

Access
to AVR

Cable
outlet

Cable
outlet
option

XBG holes Ø S
equid. on Ø M

X holes Ø Y
equid. on Ø U 

Air
outlet

Air
inlet

Air
outlet Air

inlet

(with PMG
option)

LP (Lifting points)
Ø

 B
X

Ø
 N

Ø
 1

00
8

f8

36Lh 825

AH Xg

410 B
60 60

4x Ø 33 4x M24 x2

75
0

A 311266
L

53 220 54220

2xM12

300

Ø
 3

32

ß
850

1062

610
910

140
R504

140

51
8

23
7.

5 50
0

0 -1

15
11

10
07

35 4

48
6.

5

ROTATION

GC

180

Option Standard
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Type L B A Lh LP Xg
LSA 52.3 S5/S6 1683 750 1077 814 1067.5 179 3742
LSA 52.3 S7 1683 750 1077 814 1067.5 197 3990
LSA 52.3 L9 1883 950 1277 1014 1067.5 68 4441
LSA 52.3 L12 1883 950 1277 1014 1067.5 109 4939
LSA 52.3 UL16 2033 1100 1427 1164 1412 392 5691

Type Xr Lr M J 
LSA 52.3 S5/S6 977.3 1917 1357 40.5
LSA 52.3 S7 999.9 1917 1450 44
LSA 52.3 L9 1069.1 2117 1642 49.4
LSA 52.3 L12 1116.4 2117 1827 56.5
LSA 52.3 UL16 1204.1 2267 2114 66.6

Lr

Ø
 2

20

Ø
 1

40

Ø
 1

10

Xr

320

Ø
 2

10

Ø
 1

82

Ø
 1

60

Ø
 1

50

[Nm/rad] (kg.m2)
k1 k2 k3 J1 J2 J3

1.79 E+7 3.79 E+7 1.60 E+7 7.8 31.1 1.5
1.79 E+7 3.68 E+7 1.68 E+7 7.8 34.7 1.5
1.79 E+7 3.54 E+7 1.51 E+7 7.8 40 1.6
1.79 E+7 3.36 E+7 1.67 E+7 7.8 47.2 1.5
1.79 E+7 3.13 E+7 1.32 E+7 7.8 57.5 1.3

LSA 52.3 - 1860 to 2750 kVA - 50 Hz / 2230 to 3400 kVA - 60 Hz

Two-bearing dimensions

Torsional analysis data 

Dimensions (mm) and weight (kg)
Weight

Centre of gravity: Xr (mm), Rotor length: Lr (mm), Weight: M (kg),
Moment of inertia: J (kgm2) : (4J = MD2)

J1                       J2                         J3

k1                       k2                         k3

MAGNET WHEEL EXCITERFAN

NOTE : Dimensions are for information only and may be subject to modifications. Contractual 2D drawings can be downloaded from the Leroy-
Somer site, 3D drawing files are available upon request.
The torsional analysis of the transmission is imperative. All values are available upon request.

Torsional rigidity

Power + auxiliary

Mandatory free
space for air inlet

(with PMG
option)

Access
to AVR

Cable
outlet

Ø 787.4 f8
Air

outlet Air
inlet

Air
outlet Air

inlet

Cable
outlet
option

LP (Lifting points)

Ø
 1

50
 m

6

36Lh 825

Xg

410 B
60 60

4x Ø 33 4x M24 x2

75
0

A7 311266
L250

53 220 54220

2xM12

300

180

Ø
 3

32

850
1062

610
910

140
R504

140

50
0

0 -1
15

11
10

07
35 4

48
6.

5

22
°3

0'GC

ROTATION

51
8

23
7.

5

16x M12

Ø 850.9

Option Standard
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RELATED MATERIALS
TITLE							                   	 PART NO.
DSE7310 MKII & DSE7320 MKII Installation Instructions			   053-181
DSE7310 MKII & DSE7320 MKII Operator Manual				    057-253
DSE7310 MKII & DSE7320 MKII Configuration Suite PC Manual			   057-243

DSE7310/20 MKII
AUTO START & AUTO MAINS FAILURE CONTROL MODULES

DEEP SEA ELECTRONICS LTD
Highfield House, Hunmanby Industrial Estate, Hunmanby YO14 0PH
TELEPHONE +44 (0) 1723 890099 
EMAIL sales@deepseaelectronics.com  WEBSITE www.deepseaelectronics.com

DEEP SEA ELECTRONICS INC USA
3230 Williams Avenue, Rockford, IL 61101-2668 USA
TELEPHONE +1 (815) 316 8706
EMAIL usasales@deepseaelectronics.com  WEBSITE www.deepseaelectronics.com

Deep Sea Electronics Plc maintains a policy of continuous development and reserves the right to change  
the details shown on this data sheet without prior notice. The contents are intended for guidance only.

Registered in England & Wales No.01319649
VAT No.316923457

SPECIFICATIONS

DC SUPPLY
CONTINUOUS VOLTAGE RATING
8 V to 35 V Continuous
5 V for upto 1 minute
 
CRANKING DROPOUTS
Able to survive 0 V for 100 mS, providing 
supply was at least 10 V before dropout and 
supply recovers to 5 V. This is achieved 
without the need for internal batteries.
LEDs and backlight will not be maintained 
during cranking.
 
MAXIMUM OPERATING CURRENT
510 mA at 12 V, 240 mA at 24 V
 
MAXIMUM STANDBY CURRENT
330 mA at 12 V, 160 mA at 24 V

CHARGE FAIL/EXCITATION RANGE
0 V to 35 V
 
GENERATOR & MAINS (UTILITY)
VOLTAGE RANGE
15 V to 415 V AC (Ph to N)
26 V to 719 V AC (Ph to Ph)

FREQUENCY RANGE
3.5 Hz to 75 Hz

MAGNETIC PICKUP
VOLTAGE RANGE
+/- 0.5 V to 70 V

FREQUENCY RANGE
10,000 Hz (max)

INPUTS
DIGITAL INPUTS A TO H
Negative switching

ANALOGUE INPUTS A & F
Configurable as:
Negative switching digital input
0 V to 10 V sensor
4 mA to 20 mA sensor
Resistive sensor

ANALOGUE INPUTS B, C, D & E
Configurable as:
Negative switching digital input
Resistive sensor 

OUTPUTS
OUTPUT A & B  (FUEL & START)
15 A DC at supply voltage

OUTPUTS C & D
8 A AC at 250 V AC (Volt-free)

AUXILIARY OUTPUTS E, F, G, H, I & J
2 A DC at supply voltage

DIMENSIONS
OVERALL
245 mm x 184 mm x 51 mm 
9.6” x 7.2” x 2.0”

PANEL CUT-OUT
220 mm x 160 mm
8.7” x 6.3” 

MAXIMUM PANEL THICKNESS
8 mm
0.3”

STORAGE TEMPERATURE RANGE
-40°C to +85°C
-40 °F to +185 °F

OPERATING TEMPERATURE RANGE
-30°C to +70°C
-22 °F to +158 °F

HEATED DISPLAY VARIANT
-40 °C to +70 °C
-40 °F to +158 °F

KEY FEATURES
•	 Configurable power-up mode
•	 MPU fail delay
•	 Enhanced graphical user interface
•	 Drag & drop advanced PLC editor 
•	 MSC ID within PLC GenComm   
    override
•	 4-Line back-lit LCD text display
•	 Multiple Display Languages
•	 Five key menu navigation
•	 LCD alarm indication
•	 Heated display option available
•	 Customisable power-up text and 	
	 images
•	 DSENet expansion compatibility
•	 Data logging facility
•	 Internal PLC editor
•	 Protections disable feature
•	 Fully configurable via PC using 
	 USB, RS232 & RS485
	 communication 
•	 Front panel configuration with 	
	 PIN protection
•	 Power save mode
•	 3 phase generator sensing and 	
	 protection
•	 3 phase mains (utility) sensing and 	
	 protection (DSE7320 MKII only)
•	 Automatic load transfer control 	
	 (DSE7320 MKII only)
•	 Generator current and power 		
	 monitoring (kW, kvar, kVA, pf)
•	 Mains current and power 
	 monitoring (kW, kvar, kVA, pf) 	
	 (DSE7320 MKII only)
•	 kW and kvar overload and reverse 	
	 power alarms
•	 Over current protection

•	 Unbalanced load protection
•	 Independent earth fault protection
•	 Breaker control via fascia buttons
•	 Fuel and start outputs configurable 	
	 when using CAN
•	 6 configurable DC outputs
•	 2 configurable volt-free relay 		
	 outputs
•	 6 configurable analogue/digital 	
	 inputs
•	 Support for 0 V to 10 V & 4 mA to 	
	 20 mA sensors
•	 8 configurable digital inputs
•	 Configurable 5 stage dummy load 	
	 and load shedding outputs
•	 CAN, MPU and alternator 		
	 frequency speed sensing in one 	
	 variant
•	 Real time clock
•	 Manual and automatic fuel pump 	
	 control
•	 Engine pre-heat and post-heat 	
	 functions
•	 Engine run-time scheduler
•	 Engine idle control for starting & 	
	 stopping
•	 Fuel usage monitor and low fuel 	
	 level alarms
•	 Simultaneous use of RS232 and 	
	 RS485 communication ports
•	 True dual mutual standby using 	
	 RS232 or RS485 for accurate 	
	 engine hours balancing.
•	 MODBUS RTU support with 		
	 configurable MODBUS pages.
•	 Advanced SMS messaging
	 (additional external modem 		
	 required)

•	 Start & stop capability via SMS 	
	 messaging
•  3 configurable maintenance alarms
•	 Compatible with a wide range of 	
	 CAN engines, including tier 4 		
	 engine support
•	 Uses DSE Configuration Suite PC
	 Software for simplified 		
	 configuration
•	 Licence-free PC software
•	 IP65 rating (with supplied gasket) 	
	 offers increased resistance to water 	
	 ingress
•	 Modules can be integrated into 	
	 building management systems 	
	 (BMS) using MODBUS RTU

KEY BENEFITS
•	 Automatically transfers between 	
	 mains (utility) and generator
	 (DSE7320 MKll only) for 		
	 convenience. 
•	 Hours counter provides accurate 	
	 information for monitoring and 	
	 maintenance periods
•	 User-friendly set-up and button 	
	 layout for ease of use
•	 Multiple parameters are monitored 	
	 & displayed simultaneously for full 	
	 visibility
•	 The module can be configured to 	
	 suit a wide range of applications for 	
	 user flexibility
•	 PLC editor allows user configurable 	
	 functions to meet user specific 	
	 application requirements.

DSEGenset®

055-203/12/20 (2) US



The DSE7310 MKII is an Auto Start 
Control Module and the DSE7320 
MKII is an Auto Mains (Utility) Failure 
Control Module suitable for a wide 
variety of single, diesel or gas, 
gen-set applications.  

Monitoring an extensive number of 
engine parameters, the modules will 
display warnings, shutdown and 
engine status information on the 
back-lit LCD screen, illuminated LEDs, 
remote PC and via SMS text alerts 
(with external modem). 

The DSE7320 MKII will also monitor 
the mains (utility) supply. The modules 
include USB, RS232 and RS485 
ports as well as dedicated DSENet® 
terminals for system expansion. 

Both modules are compatible with 
electronic (CAN) and non-electronic 
(magnetic pick-up/alternator sensing) 
engines and offer an extensive 
number of flexible inputs, outputs 
and extensive engine protections so 
the system can be easily adapted to 
meet the most demanding industry 
requirements.

The extensive list of features includes 
enhanced event and performance 
monitoring, remote communications 
& PLC functionality. Dual mutual 
standby is now available on both the 
DSE7310 MKII & DSE7320 MKII using 
RS232 or RS485 communications. 
This provides for a simpler and more 
convenient installation with more 
advanced features such as true 
engine hours balancing. 

The modules can be easily configured 
using the DSE Configuration Suite PC 
software. Selected front panel editing 
is also available.

COMPREHENSIVE FEATURE LIST TO SUIT A WIDE VARIETY OF GEN-SET APPLICATIONS

DSE7310/20 MKII
AUTO START & AUTO MAINS FAILURE CONTROL MODULES

ENVIRONMENTAL TESTING STANDARDS

ELECTRO-MAGNETIC COMPATIBILITY
BS EN 61000-6-2
EMC Generic Immunity Standard for 
the Industrial Environment
BS EN 61000-6-4
EMC Generic Emission Standard for 
the Industrial Environment

ELECTRICAL SAFETY
BS EN 60950
Safety of Information Technology Equipment, 
including Electrical Business Equipment

TEMPERATURE
BS EN 60068-2-1
Ab/Ae Cold Test -30 ºC
BS EN 60068-2-2
Bb/Be Dry Heat +70 ºC

VIBRATION
BS EN 60068-2-6
Ten sweeps in each of three major axes
5 Hz to 8 Hz at +/-7.5 mm, 
8 Hz to 500 Hz at 2 gn

HUMIDITY
BS EN 60068-2-30
Db Damp Heat Cyclic 20/55 ºC 
at 95% RH 48 Hours
BS EN 60068-2-78
Cab Damp Heat Static 40 ºC 
at 93% RH 48 Hours

SHOCK
BS EN 60068-2-27	
Three shocks in each of three major axes
15 gn in 11 mS

DEGREES OF PROTECTION
PROVIDED BY ENCLOSURES
BS EN 60529
IP65 - Front of module when installed into the 
control panel with the supplied sealing gasket.

DSEGenset®

DSE7310/20 MKII

1ph
2ph
3ph
N

VOLTS VOLTS

1ph
2ph
3ph
N

1ph
2ph
3ph
E/N

1 1

DSE2130
DSE2157
DSE2548
DSE2510/20
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OTHER

DSENET®

EXPANSION
RS232 AND
RS485

USB
PORT

CONFIGURABLE
INPUTS

DC OUTPUTS ANALOGUE
INPUT

EMERGENCY
STOP

DC POWER 
SUPPLY 8-35V

MODEM MODBUS PC

232 485

8 6 6

DEUTZ
ISUZU
PERKINS
CATERPILLAR
MTU
VOLVO
CUMMINS
SCANIA

MAINS (UTILITY)
SENSING
DSE7320 MKII ONLY

N/C VOLT FREE
OUTPUT

N/O VOLT FREE
OUTPUT

GENERATOR
SENSING

CHARGE
ALTERNATOR

FUEL & CRANK
OUTPUTS
(Flexible with CAN)

ELECTRONIC
ENGINES &
MAGNETIC PICK-UP

GENERATOR/
LOAD CURRENT

ISO 9001
Registered

Quality
Management 015




